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CONTROL UNIT

1 COOKING 
SYSTEM 

SELECTOR KNOB
2 CHILD LOCK 

KEY 3 VALUE 
DECREASE KEY 4 CLOCK KEY

NOTE: 
Symbols of cooking systems may be located on the knob or on the front panel 

(depending on the appliance model).
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5 VALUE 
INCREASE KEY 6 START/STOP 

KEY to start or 
pause a program

7 TEMPERATURE 
KNOB 8 TIME DISPLAY

NOTE: 
The keys will respond better if you touch them with a larger area of your fingertip. Each 

time you press a key, a short acoustic signal will be sounded.
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BEFORE USING THE APPLIANCE 
FOR THE FIRST TIME
Upon receiving the appliance, remove all parts, including any transport equipment, from 

the oven.

Clean all accessories and utensils with warm water and regular detergent. Do not use any 

abrasive cleaners.

When the oven heats up for the first time, the characteristic smell of a new appliance will 

be emitted. Ventilate the room thoroughly during the first use.
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1 Touch the   or  keys to set the time of 

day.

 If you press and hold the value 

adjustment key, the rate at which the set 

value is being changed will increase.

CHANGING THE CLOCK SETTING
Clock settings may be changed when no timer function is activated. To set the current 

time (clock), touch the CLOCK key several times to select the  symbol.
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STEPS OF THE COOKING 
PROCESS (1–6)  
STEP 1: SWITCHING ON AND SETTINGS
After connecting your appliance or after an extended power outage, 12:00 will flash on 

the display and the symbol will light up .

Set the time of day.

SETTING THE CLOCK
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STEP 2: CHOOSING THE COOKING SYSTEM
Rotate the knob (left and right) to select the cooking system (see 

program table).

 Settings can also be changed during the cooking process.

SYSTEM DESCRIPTION SUGGESTED 
TEMPERATURE °C

COOKING SYSTEMS

PREHEAT ASSIST
Use this function if you wish to heat the oven to the desired 

temperature as quickly as possible. This function is not 

appropriate for cooking food. When the oven heats up to the 

desired temperature, the heating process is completed.

160

UPPER AND BOTTOM HEATER
The heaters in the bottom and in the ceiling of the oven 

cavity will radiate heat evenly into the oven interior. Pastry or 

meat can only be baked/roasted at a single height level.

200

GRILL
Only grill heater, a part of the large grill set, will operate.

This system is used for grilling a smaller amount of open 

sandwiches or beer sausages, and for toasting bread.

230

LARGE GRILL
The upper heater and the grill heater will operate. The heat 

is radiated directly by the grill heater installed in the oven 

ceiling. To boost the heating effect, the upper heater is 

activated as well.

This combination is used for grilling a smaller amount of 

open sandwiches, meat or beer sausages, and for toasting 

bread.

230

GRILL WITH FAN
Grill heater and the fan will operate. This combination is used 

to grill meat and to roast larger chunks of meat or poultry at 

a single height level. It is also appropriate for dishes au gratin 

and for browning to a crispy crust.

170

HOT AIR AND BOTTOM HEATER
The bottom heater, the round heater, and the hot air fan 

will operate. This is used to bake pizza, moist pastry, 

fruitcakes, leavened dough and shortcrust on several levels 

simultaneously.

200

HOT AIR AND BOTTOM HEATER
The bottom heater, the round heater, and the hot air fan 

will operate. This is used to bake pizza, moist pastry, 

fruitcakes, leavened dough and shortcrust on several levels 

simultaneously. 

180
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SYSTEM DESCRIPTION SUGGESTED 
TEMPERATURE °C

BOTTOM HEATER AND FAN
This is used for baking leavened but low-rising pastry and for 

preserving fruit and vegetables.

180

ECO COOKING 1)

In this mode, power consumption during the cooking process 

is optimized.

This mode is used for roasting meat and baking pastry.

180

DEFROSTING
The air circulates with no heaters activated. Only the fan 

will be activated. This is used to slowly thaw frozen food. 

Automatic programs also allow defrosting with microwaves 

(A1 to A5).

-

PYROLYTIC SELF-CLEAN
This function allows automatic cleaning of the oven interior 

by high temperature that incinerates the fat residues and 

other impurities to reduce them to ashes.  

-

1) It is used for determining the energy efficiency class pursuant to the EN 60350-1 

standard.

In this mode, the actual temperature in the oven is not displayed due to a special 

appliance operation algorithm and use of residual heat.
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Rotate the knob to set the desired 

TEMPERATURE.

After switching on the appliance by touching the START key, the temperature icon is 

displayed on the display unit.

 To switch on the appliance, press the START key and hold it for a while – about 1 

second.

 When using the oven system with the large grill and grill, set 

the temperature knob to position .
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STEP 3: CHOOSING THE SETTINGS

ADJUSTING THE COOKING TEMPERATURE
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Setting the cooking time 
In this mode, you can define the duration of oven operation 

(cooking time). Set the desired cooking time. First set the minutes, 

then the hours. Icon and cooking time are displayed on the display 

unit.

Setting the delayed start
In this mode, you may specify the duration of the cooking process 

(cooking time) and the time when you wish the cooking process to 

stop (end time). Make sure the clock is accurately set to current time.

Example:

Current time: noon

Cooking time: 2 hours

End of cooking: 6 pm

First set the OPERATION DURATION (2 hours). Touch the CLOCK 

button twice to select the END OF OPERATION. The display 

automatically shows a flashing sum of the time of day and duration of 

operation of the oven (14:00). 

Set the time for the end of baking (18:00).

Press START to start the cooking process. The timer will wait for the 

time to start the cooking process and the symbol will be lit up. The 

oven automatically switches on (at 4 pm) and stops operating and the 

selected time (at 6 pm).

Timer function display
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TIMER FUNCTIONS

First rotate the COOKING SYSTEM SELECTOR KNOB; then, set the temperature. 

Touch the TIMER key several times to select the desired timer function.

The icon for the selected timer function will light up and the adjustable cooking start/end 

time will flash on the display.

Press START to start the cooking process. ELAPSED COOKING TIME will be displayed.
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Setting the minute minder
The minute minder can be used independently of the oven 

operation. The longest possible setting is 24 hours.

During the last minute, the minute minder is displayed in seconds.
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 After the set time expires, the oven will automatically stop operating (end of cooking). 

An acoustic signal will be heard which you may turn off by touching any key. After one 

minute, the acoustic signal will be switched off automatically. 

Timer functions can be cancelled by setting the time to "0". Any timer function may also 

be quickly cancelled by simultaneously pressing the > and () key and holding them for a 

while.
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STEP 4: SELECTING ADDITIONAL 
FUNCTIONS/EXTRAS

CHILD LOCK!
Activate it by touching the CHILD LOCK key. "Loc" will appear on 

the display unit for 5 seconds. Touch the key again to deactivate 

the child lock.

If the child lock is activated with no timer function engaged (only 

clock is displayed), then the oven will not operate. If the child lock 

is activated after a timer function has been set, then the oven will 

operate normally; however, it will not be possible to change the 

settings.

When the child lock is activated, the systems can be changed, 

but it is not possible to change the extra functions. The cooking 

process can be ended by rotating the selector knob to "0".

Child lock will remain active after the oven is switched off. To 

select a new system, the child lock must first be deactivated.

OVEN LIGHTING
Oven lighting will be switched on automatically each time a 

cooking system is selected.

Activate/deactivate the 

functions by pressing the 

desired key or a combination 

of keys.
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ACOUSTIC SIGNAL
Loudness of the acoustic signal can be set when no timer function 

is activated (only the time of day is displayed). Press the  key and 

hold it for five seconds. First, "Vol" will appear on the display unit, 

followed by two fully lit bars. Touch the  and  keys to choose 

one of the three volume levels (one, two, or three bars). After three 

seconds, the setting will be automatically stored and the time of 

day will appear.

DECREASING THE DISPLAY CONTRAST
The cooking system selector knob has to be in position "0". Hold 

the  key for 5 seconds. First, "bri" will appear on the display unit, 

followed by two fully lit bars. Touch the  and  keys to adjust the 

display dimmer (one, two, or three bars). After three seconds, the 

setting will be automatically saved.

STANDBY
Simultaneously press and hold the "key" and "clock" keys for 5 

seconds to switch off the display unit. "OFF" will appear for a few 

seconds; then, the "CLOCK" icon will light up.

To reactivate the clock display, simultaneously press these two 

keys while no timer function is active.

5sek

5sek
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After a power outage or after the appliance is switched off, the 
additional function settings will remain stored for no more than 
a few minutes. Then, all settings, except for the acoustic signal, 
display dimmer, and child lock will be reset to factory defaults.
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 After the cooking process, all timer settings are also paused and cancelled, except for 

the minute minder. Time of day (clock) will be displayed. The cooling fan will continue to 

operate for a while.

 After the use of the oven, some water may be left in the condensate channel 

(underneath the door). Wipe the channel with a sponge or a cloth.

STEP 5: STARTING THE COOKING 
PROCESS
Start the cooking process by pressing the START/STOP key and holding it for a while. 

Temperature and operation symbols will be lit up.

If no timer function is selected, the cooking duration time, cooking time will appear on the 

display unit.

STEP 6: SWITCHING OFF THE OVEN
To stop the cooking process, press and hold the START/STOP key.

Turn the COOKING SYSTEM SELECTOR and TEMPERATURE KNOB to position "0".
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While the oven is heating up, the temperature symbol will flash. When the oven reaches 

the set temperature, the symbol will light up and a short beep will be sounded.

Operation symbol

Heating / temperature symbol


